
2006 Copyright © Lantronix is a trademark of Lantronix. All rights reserved. 900-444  Rev. A    08/06

Secure Box SDS1101 Quick Start GuideSecure Box SDS1101



SDS1101 

QUICK START CONTENTS

What’s In the Box . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .2

Pinouts  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .3

IP Addressing  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .4

Connect  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5

Install the Deviceinstaller GUI . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .5

Assign IP Address  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .6-9

Add the Unit to the Device List  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10

Configure the SDS1101  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .10

LEDs/Troubleshoot . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .11-12

Contact  . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .13

Secure Box SDS1101



Q u i c k  S t a r t  G u i d e

S D S 1 1 0 1

The SDS products allow serial devices to connect and communicate over an 
Ethernet network.

This Quick Start explains how to connect, configure, and troubleshoot your
unit using a network connection and our DeviceInstaller software. For more
detailed information or alternative configuration methods, refer to the User
Guide on the CD.

PINOUTS
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WHAT’S IN THE BOX
In addition to the SDS, the box contains the following items:

POWER SUPPLY (DOMESTIC UNITS)
PART # COMPONENT DESCRIPTION
520-079-R Power cube, 110 VAC
500-163 Serial Cable

CD
Power Cord Restraint

POWER SUPPLY (INTERNATIONAL UNITS)
PART # COMPONENT DESCRIPTION
520-080-R Power cube, 100-240VAC, with international adapters
500-163 Serial Cable

CD
Power Cord Restraint

DOCUMENTATION:
CD-ROM containing User Guide and Quick Start Guide.



ASSIGN IP ADDRESS CONTINUED…

3. Enter the hardware or Ethernet address of the device. The address is on the 
label on the underside of the unit.

4. Select Assign a specific IP address to assign a static IP address to the device,
or select Obtain an IP address automatically to enable BOOTP, DHCP, or 
Auto IP on the device. Click Next.
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ASSIGN IP ADDRESS AND NETWORK CLASS

1. Click the Start button on the Task Bar and select Programs ➜ Lantronix ➜ 

DeviceInstaller ➜ DeviceInstaller. The DeviceInstaller window displays.

2. Click the IP icon          . The Device Identification window displays.

Figure 1. DeviceInstaller Window

Figure 2. Device Identification

Figure 3. Assignment Method




